
•  PROFESSIONAL GROUND COVER

•  UV STABILIZED

•  AVAILABLE IN VARIOUS GRAMMAGES, WIDTHS AND ROLL LENGTHS

DATA SHEET GROUND COVER
TECHNICAL SPECIFICATIONS

AVAILABLE IN BLACK AND WHITE

LARGE STOCKS FOR FAST DELIVERY

Construction 1100 1300

Tape composition Polypropylene Polypropylene

Colour Black / white Black

Weight 110 gr/m2 (+/- 3%) 130 gr/m2 (+/- 3%)

Yarns per 10 cm / warp 94 112

Yarns per 10 cm / weft 45 56

UV guarantee 1100 1300

Black 5 years in Central Europe 5 years in Central Europe

White 4 years in Central Europe 4 years in Central Europe

Mechanical properties 1100 1300

Tear resistance kN / 5 cm 20/14 EN-ISO 10319 21/21 EN-ISO 10319

Elongation at break warp % 13/12 EN-ISO 10319 13/12 EN-ISO 10319

Shrink % 0 0

Puncture resistance N 2100 EN-ISO 12236 3000 EN-ISO 12236

Green marking 1100 1300

Green squares 25 cm Green lines 25 cm

Water permeability 1100 1300

20 / liter / m2 / second – EN-ISO 11058 20 / liter / m2 / second – EN-ISO 11058

ENPILON GROUND COVER 

Inappropriate use of some pesticides can lower the UV resistance. Ground cover has to be placed on clean and prepared surfaces without rocks and weeds.


